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FEATURES & BENEFITS
»   Complete steel bearing design for an extended life

»   Optimal working load distribution between the sphere 
and the complete steel bearing

»   Polyurethane grease boot sealed with metal rings to 
prevent contaminants from entering to prolong life

»   2 year warranty.

RELATED PARTS
»   TRP Drag Links

»   TRP Steering U-Joints

»   TRP Steering Pumps

»   TRP Steering Gear Seal Kits

TIE ROD ENDS

CROSS REFERENCE 

TRP Moog Euclid Dayton Meritor Triangle Dana Meritor TRW

TRE11003 ES423R & 
ES3218R E4615 310-223 R230069 21-423R 2692244 A3144D524 L24SV5042A12

TRE11004 ES423L & 
ES3217L E4614 310-222 R230068 21-423L 2692243 A3144E525 L24SV5043A12

TRE11981 ES3297R E8758 310-286 R230420 21-9010R

TRE11982 ES3298L E8757 310-285 R230421 21-9009L

TRE11987 ES3476 E10137 310-455 R230139 817019

TRE11988 ES3477 E10138 310-456 R230140 817018

TRE12011 ES2209R & 
ES2204R E4629 310-434 R230073 & 

R230052 21-2209R A1344F448 A3144T1034 L28SV5200A12

TRE12012 ES2209L & 
ES2210L E4628 310-433 R230072 & 

R230072 21-2090L 8692486 A13144G449 L28SV5201A12

TRE12937 310-464 820627

TRE12938 310-463 820626

TRE12969 ES3030R E6856 310-395 R230104 21-3030R 269-5098 A3144D550

TRE12970 ES3031L E6857 310-396 R230105 21-3031L 269-5099 A3144E551
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Tie Rod Ends are an integral part of steering systems and play 
a key role in safely steering the vehicle. TRP Tie Rod ends are 
manufactured with superior components including steel internal 
bearing and polyurethane grease boot sealed with metal rings. 
Tie rod ends are high wear-items that need regular maintenance 
and periodic replacements. TRP Tie Rod ends provide extended 
life, superior steering control, and reduce premature tire wear.


